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We manufacturing high quality Cold Vulcanizing Solution with
Brand name SC 2000, this is a two part Cold Bonding adhesive
designed specifically for use with rubber to rubber and rubber
to metal adhesion. SC 2000 gave excellent bond is achieved
while using the minimal amount of cement and primer thanks to
high adhesion during installation and after curing. It is
availablein 1litres tin & 5 liters tin.

Our vulcanizing solution has standard gum property which can
help to applied directly on the buffed area of belt. Due to air SPLRSH
tighttin packing, eventhe last drop of solution can be utilized. | BQHVEYOR

| s ucanisiog Sompund
Specifications and Guidelines . S5C-2000

- Temperature Rating - Up to 80° with spikes to 100°

*  Primary Compound - Polychloroprene Rubber

. P,tLife—3—5hoursat22°C

«  Shelf life — 18 months at 22° C , Mfg date on cane /
bottle.

+ Color—Yellowish Green.

V
HR Solution D VULCANIZING SOLUTION

We are manufacturing Heat Resistant Solution with Brand Name Splash Vulcanizing Heat Resistant Solution SC — 3000,
extend 180° C temperatures, Specially used for HR, SHR, Oil Grade Conveyor Belt.

SERVICES

Belt Jointing by Hot & Cold Process

We are introduce our self as a service provider company, we
provide all type of mechanical service in material handling
industries, we have fully skilled technical team for splicing
and jointing of conveyor belts, by hot and cold process, we
are also in the field of Steel cord belt jointing works, our
technical team capable for doing joint for Belt width up to
2400TS.

We are also in the field of Annual Maintenance Contract
(AMC) for conveyor belts repairing, replacement, lying and
jointing of conveyor belts.

Repairing Recondition Of Steel Cord & Fabric Conveyor
Belts

We are also in the field of repairing and reconditioning of
nylon and steel cord Conveyor belts, we have qualified
technical team and high tech machine for repairing and
reconditioning of Conveyor Belts. We are also expert in the
field of through cut repairing of conveyor belts; Cost wise it is
very competitive on the cost of 36% we can achieve 80% life
of rejected /through cuts Belts.
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Splash Equipments & Services India Pvt. Ltd.
Plot No. Pap-D-102/103/104, 1st Floor,

Opp. Unitech Automobiles,

Shivrvane MIDC, Nerul

Navi Mumbai - 400706,

Maharashtra, India.

Tel.  :+(91)-(869183)-3306
+(91)-(869183)-3305
Tel fax  : +(91)-(22)-27620258

web : www.splashequipments.com

Email : marketing@splashequipments.com
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SPLASH

EQUIPMENTS & SERVICES

Splash Equipments & Services (I) Pvt. Ltd.

s a basically an offshoot of Splash Engineering group of Companies.
Splash Engineering Pvt. Ltd, successfully run by a highly qualified technical team,
its quality products is marketing by their sister concern Splash Equipments &
Services (l) Pvt. Ltd., Splash Engineering Pvt. Ltd. pioneered breakthrough
innovations in the manufacturing of Material Handling Equipments, Conveyor
Belts, Conveyor Care Products, Conveyor Accessories, Gear Boxes, Casting
Products, Spares Parts of Earthmover Machines etc,

Splash Equipment has encompassed all the major core sectors through its
supplies of highly sophisticated equipment bearing ample testimony of the
symbolic mark of Quality. Splash Equipment has thus with its marketing
network and execution capabilities, made its presence felt through consistent
and satisfactory performance of its equipment and successful delivery of
projects in core sectors as fertilizer, cement, coal, power generation, mining,
chemical, steel, port mechanization, minerals & metals processing etc.
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CONVEYOR BELTS

General Purpose Conveyor Belts: We are manufacturing
general purpose conveyor belts for normal application.
General purpose of belt are specially compounded from
natural rubbers of finest quality which provide the best life,
highly impact/cut resistance, the Belt selection chart as under

= Confirmin Reinfor]
Grade| ™ Application Characteristics 4 Recommended For

© cement
Standard Genoral Bupose Material

Woderalely abrasiio & on | g 1gg | RUbbor cand (share), comert
N7 abrasive materials (Pany |(Ground), Clay, Siacked iime, Char-| NN /EP

coal, Phosphate, Coal, Ashe Efc.
151 1691 | Lime Stone, Metallic Ores, Granite
M-24| Abrasion & Cut Resistance. Trans- (Part 1) Quartz, Sand, BF Clinker & Slag, [ NN/EP
porting very abrasive materials Stone Chips State Etc.
1R | Heat & Abrasion Resistant Lump | 1517807 | Very Good for general ot & |y
125°C (mex) Fines 100°C (max) | (Part2) | moderately abrasive materials EP|

High Tensile Strengih, Superior in

Nylon Fabric (N/N) Conveyor Belt We are manufacturing
Nylon fabric N/N conveyor belts, we developed special
formula for (N/N) fabric conveyor belts as per our customers
these belts are specially design for Crushing Industries,
Cement Plant, and Sponge Iron & Alloys Industries etc. We
used quality rubbers, high quality fabrics, with latest
manufacturing technology

Polyester Fabric EP Conveyor Belts We are also
manufacturing EP belts, which give very low elongation and
result oriented belts, in this belts we used special type of
fabric. Polyester conveyor belt also called EP conveyor belts,
which tension resistant body is canvas that is woven by
Polyesterin warp and polyamide in weft

Heat Resistant Conveyor Belts  Conveyor belts that are
used to carry material at high temperatures as well as belts
used in high temperature, such as elevator belts in the
cement industry, are exposed to an accelerated ageing
process resulting in hardening and cracking of the rubber
surface caused by the heat. However, this process can be
significantly delayed by selecting the quality of cover best
suited for the specific conveyor application and the
environment thatitis operating in

Oil Resistant Conveyor Belts Conveying material that
contain Oil, Fat, Grease can have a very detrimental effect on
the performance and life expectancy of a conveyor belt
because it penetrates into the rubber causing it to swell and
distort, often resulting in serious operational problem. We are
developed very special compound formula in the Cover
Grade quality which gave excellent performance result

RUBBER NYLON CLOTH LAYER

RUBBER COVER

Conveyor Belt

Polyester Fabric EP Con

P
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CONVEYOR ACCESSORIES

We are in the field of Bulk Material Handling System since last Gt
L L

10 year; the right part of the equipment like Conveyor Beltand e
Idler is one of the parts of the conveying equipment which is B 2 A ol ﬁ.k:wc\ e
designed for Bulk Material at any capacity and atmospheric o0 ®.9.0 e A APPET e

condition. The rollers are designed as per Indian working
conditions with EN8 shaft, Deep Groove Ball Bearing with
proper ceiling fitted on cast Iron/pressed steel housing with
various din and thickness tubes according to the capacities
and width of the Belt.

The mounting brackets are steel sections like angle channel,
Plate, as per|S: 226.

Our Bulk Material Handling Products as under

Two Roll Type Troughing Idlers and Mounting Bracket
Three Roll Type Troughing Idlers and Mounting Bracket
Troughing angle Impactldlers

Troughing angle Impact Pad

Guide Roller

= Selfadjusting belt tracking Roller

e s e e e

Idler Rollers

Ceramic Rubber Lagging Sheets we are in the field of
Ceramic lagging sheets, it is replacement of Rubber sheet,
Ceramic sheets prevent the belt slippage, by the use of
Ceramic Lagging itimproves the belt self life.

Ceramic Lagging Sheets Specifications:-
1. Excellent Non-slip performance -
2. Application in muddy environment
3. Certificate 1ISO9001:2008
A) Superb performance: . ,
» Eliminate belt slippage
 Extend belt and pulley life
» Excellent wear life and abrasion resistance
= Improve belt tracking
B) Application : Bulk material handling, coal, and power,
cement, steel, aggregate, shipping and port
C) Application environment:
« Wet, muddy or any other such arduous conditions.
* In the most difficult conditions.
* Installed through cold vulcanization process
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CONVEYOR CARE PRODUCTS

| Impact Pad is a replacement of Impact Idlers, it is based on fit

| and forgets system, it It is very low maintenance and high

| result orientated products, its design on fusion bounding
between Rubber & UHMWPE Pads, the top layer of
UHMWPE for smooth movement of conveyor belts, the
middle layer of Rubber gave good cohesion, the properties of
UHMWPE is very low friction so its gave smooth conveyor
movements.

Primary Scraper, conveyor systems in the mining &
quarrying industries regularly  run with  mechanical

- fasteners tojoin orrepair belts. For these difficult situations,
we have developed a primary cleaner with polyurethane
blades. The polyurethane tip has been specially formulated
for maximum wear & high cleaning efficiency. The
polyurethane type primary cleaner is designed for practical,
easy installation in most applications with polyurethane
blades that are easy to replace, saving down time &
manpower.

Primary Scraper

Secondary Belt Scraper, Installed at the point where the
belt is leaving the head pulley, secondary cleaners remove
fines that remain on the belt past the primary cleaner. Its
location is typically close enough to the material trajectory
that the cleanings will return to the main material stream.
Additional tertiary cleaners can be installed to provide final
cleaning. These cleaners can be the same model as the
secondary cleaner, or of a different design to allow efficient
cleaning and maintenance within the available space. As
these cleaners are typically installed away from the pulley, Polyurethane Blades
they should be placed at or near a point where the belt is
against a roller. Firm support prevents the cleaning pressure
fromraising the belt line and reducing cleaning efficiency.

i Selection Guide, 1. Check your conveyor’s belt width and
p speed against the specifications listed for the secondary
cleaners in the table below.

2. If your belt features multiple mechanical splices, or a
mechanical splice in poor condition, avoid using tungsten
carbide blades as rapid wear or damage to both blade and
splice may result.

S

Secondary Belt Scraper

V’ Type Scraper, The standard V-Type Scraper has been
developed to remove material carrying back on the return
side of the belt. Material passing back on the return side of the
belt can resultin premature wear of pulley lagging. Build upon
tail pulleys can resulting in belt tracking problems and lumps
traveling around the pulleys can puncture belts or bruise
plies.

g
V Types§icraper
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RUBBER LAGGING DRUM PULLEY

RUBBER LAGGING SHEETS

Diamond Grove Rubber Sheets, We are manufacturing
high performance rubber sheets, our sheets are made from
exceptionally high wear resistant rubber, using a blend of
natural & synthetic rubber. Our sheets achieve the best
abrasion resistant and griping strength. These qualities of
rubber lagging sheets provide long life of rubber conveyor
belts & drum pulley. By the use of rubber lagging we can
achieves the result cost saving benefit.

The technical specification of Rubber Sheets is as under

* Hardness 60t5 = Abrasion 12 mm3
 Thickness 8mmto20mm  + Width 1000mm to 2000mm

; ~ Diafmond Grove Rubber Sheets
* Length10 mtr/As per customer requirements.

Plain Rubber Sheets, we are manufacturing plain rubber
sheets with shown hardness 60 - 65, The size of sheet are as
under: .

12mm to 2000mm. Thickness of sheets 8mm to 20mm, and
as per customer specification

in Rubber Sheets

Skirt Rubber, We are manufacture best quality skirt rubber,
the special quality of rubber used for side skirting rubber,
which hardness is always less than conveyor belts,

The Benefit of Side Skirt Sealing System is as under

« By the used of Skirt Rubber we can control the Dust

* Control of Spillage of Material ~ « Increase in Belt life
+ Maintain the Material flow

Feature of Skirt Rubber:
High Abrasion Resistant.
= Easytolnstall

* Hardness Maintain lesser then belt conveyor to avoid belt
Grooving

= High Impact resistant.

Technical Specification:
¢ Hardness 505 to 655

« Abrasion 130mm3 to 90mm 3
= Colour Red & Block
 Thickness 8mm to 20 mm

= Width 100mm to 400 mm

kirt Rubber Sheets





